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Environmental Protection Agency § 63.3493 

of each coating used in the coating op-
eration(s) is less than or equal to the 
applicable emission limit in § 63.3490, 
and that each thinner used contains no 
organic HAP. You must meet all the 
requirements of §§ 63.3520, 63.3521, and 
63.3522 to demonstrate compliance with 
the emission limit using this option. 

(b) Emission rate without add-on con-
trols option. Demonstrate that, based on 
the coatings and thinners used in the 
coating operation(s), the organic HAP 
emission rate for the coating oper-
ation(s) is less than or equal to the ap-
plicable emission limit in § 63.3490, cal-
culated as a rolling 12-month emission 
rate and determined on a monthly 
basis. You must meet all the require-
ments of §§ 63.3530, 63.3531, and 63.3532 to 
demonstrate compliance with the emis-
sion limit using this option. 

(c) Emission rate with add-on controls 
option. Demonstrate that, based on the 
coatings and thinners used in the coat-
ing operation(s) and the emission re-
ductions achieved by emission capture 
systems and add-on controls, the or-
ganic HAP emission rate for the coat-
ing operation(s) is less than or equal to 
the applicable emission limit in 
§ 63.3490, calculated as a rolling 12- 
month emission rate and determined 
on a monthly basis. If you use this 
compliance option, you must also dem-
onstrate that all emission capture sys-
tems and add-on control devices for the 
coating operation(s) used for purposes 
of complying with this subpart meet 
the operating limits required in 
§ 63.3492, except for solvent recovery 
systems for which you conduct liquid- 
liquid material balances according to 
§ 63.3541(i), and that you meet the work 
practice standards required in § 63.3493. 
You must meet all the requirements of 
§§ 63.3540 through 63.3547 to dem-
onstrate compliance with the emission 
limits, operating limits, and work 
practice standards using this option. 

(d) Control efficiency/outlet concentra-
tion option. Demonstrate that, based on 
the emission reductions achieved by 
emission capture systems and add-on 
controls, total HAP emissions meas-
ured as total hydrocarbon (THC) are re-
duced by 95 percent or greater for ex-
isting sources, or 97 percent or greater 
for new or reconstructed sources, or 
that outlet THC emissions are less 

than or equal to 20 parts per million by 
volume, dry basis (ppmvd). If you use 
this compliance option, you must have 
a capture device that meets EPA Meth-
od 204 of 40 CFR part 51, Appendix M 
criteria for a permanent total enclo-
sure (PTE). You must also demonstrate 
that all emission capture systems and 
add-on control devices for the coating 
operation(s) used for purposes of com-
plying with this subpart meet the oper-
ating limits required in § 63.3492, and 
that you meet the work practice stand-
ards required in § 63.3493. You must 
meet all the requirements of §§ 63.3550 
through 63.3557 to demonstrate compli-
ance with the emission limits, oper-
ating limits, and work practice stand-
ards using this option. 

§ 63.3492 What operating limits must I 
meet? 

(a) For any coating operation(s) on 
which you use the compliant material 
option or the emission rate without 
add-on controls option, you are not re-
quired to meet any operating limits. 

(b) For any controlled coating oper-
ation(s) on which you use the emission 
rate with add-on controls option or the 
control efficiency/outlet concentration 
option, except those for which you use 
a solvent recovery system and conduct 
a liquid-liquid material balance accord-
ing to § 63.3541(i), you must meet the 
operating limits specified in Table 4 to 
this subpart. Those operating limits 
apply to the emission capture and con-
trol systems for the coating oper-
ation(s) used for purposes of complying 
with this subpart. You must establish 
the operating limits during the per-
formance test according to the require-
ments in § 63.3546 or § 63.3556, and you 
must meet the operating limits at all 
times after you establish them. 

(c) If you use an add-on control de-
vice other than those listed in Table 4 
to this subpart or wish to monitor an 
alternative parameter and comply with 
a different operating limit, you must 
apply to the Administrator for ap-
proval of alternative monitoring under 
§ 63.8(f). 

§ 63.3493 What work practice stand-
ards must I meet? 

(a) For any coating operation(s) for 
which you use the compliant material 
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